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Maylis is a complete bus/star network connection 
intercommunication system which uses the latest 
digital technologies that are the result of 
CASTEL’s 40 years’ experience to respond to the 
most diverse requirements..

 �Complete intercommunication between stations using simplex, 
half-duplex and full duplex
 �Programmed touch or keypad calling
 �Call multi-functions: group calls, general calls, call privacy, priority 
management, call waiting, forwarding, automatic redial, busy 
override, «do not disturb», «follow me», conferencing, transfers, 
etc.
 �Local or remote control (barriers, release, etc.)
 �Level adjustment (phone and ring tone)
 �Line monitoring
 �PC supervision and configuration
 �Centrals network connection
 �M Hyb IP: remote site IP interfacing, SIP telephone network 
connection, XELLIP intercom stations compatible

 �OPTIONAL: telephone forwarding, messaging service, sound 
diffusion (music, alarms, etc.), ambient noise detection, etc.

Digital

Wiring:
3 pairs 9/10

Bus and/or star
wiring

Intern or distant remote control
(barrier, door release)

IP interface (M Hyb IP)

Full Duplex 
Half Duplex 

Simplex
XELLIP Compatible

DDA stations compliant Full intercommunication
between all stations

Lines
monitoring

DSP Technology SIP Compatible
Configuration

software
Supervision software

MAIN BENEFITS

CASTEL’s bus-star authorised network 
connections, expertise and intercom strong points

Strength communication, flexible, easy to install, use and 
update, large range of peripherals (desk stations, door 
entry stations, industrial stations, water proof, easy to 
clean, DDA compliant stations, etc.).

Hybrid IP and digital technology

IP / SIP interface to combine our digital and IP ranges. 
With its multi-protocol IP/SIP management, Maylis can 
interface with SIP telephones, as well as with stations in 
the XELLIP ranges.

System resources

Full intercommunication (over 1000 stations), 20 
simultaneous communications channels, remote power 
supply of station.

Tailor made maintenance

A rack with standard cards, detection and line fault 
signalling, programming and installation monitoring on a 
computer.

Multi-network

Coupling, optical links, IP centrals interfacing with video 
multiplexer, people seeking, options for creating 
communication sub-networks with priority call 
management.

Intra-departmental communication security

Software and configuration 

 �configured to various network units (central, card, 
station, etc.)

 �station configuration and testing
 �station and network connection configuration printing
 �history functions
 �station emulation
 �network connection backup
 �shared access network connection

MAIN APPLICATIONS

Access, security and service intercom 

(intercommunication): tertiary industry 

and industrial sites, hospital centres, 

retirement homes, laboratories, industrial 

kitchens, high-rise buildings, public 

buildings, car parks, motorway toll booths, 

ports, theatres, lifts, fold-away city 

terminals, military sites, prisons, etc., and 

many other customised 

applications.

Digital
intercom
INTERCOMMUNICATION FLEXIBILITY 
COMBINED WITH MULTI-NETWORK 
STRENGTH

Configuration software (Castel Pilot) CASTEL Supervisor
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COUNTER INTERCOM
MASTER STATIONS

SLAVE STATIONS

Digital intercom

MSPIDH V1B
1 call button with video camera Maylis 
slave station DDA compliant
REF 440.8500

	 Stainless steel 316 L vandal proof front panel
	 Built-in colour video camera
	 1 call button and labels
	 3 leds for DDA compliance
	 Integrated induction loop
	 IP64 – IK09 rating
	 15V to 30V power supply (through central or 
external)

	 • �H 250 mm x W 135 mm x D 14.5 mm  
(flush-mounted with flush box D 40 mm)

	 • �H 250 mm x W 135 mm x D 54.5 mm  
(surface-mounted)

MSPIDH 1B
1 call button Maylis slave station DDA 
compliant
REF 440.8000

MSPIDH V2B
2 call buttons with video camera Maylis 
slave station DDA compliant
REF 440.8600

	 Stainless steel 316 L vandal proof front panel
	 Built-in colour video camera
	 2 call buttons and labels
	 3 leds for DDA compliance
	 Integrated induction loop
	 IP64 – IK09 rating
	 15V to 30V power supply (through central or 
external)

	 • �H 250 mm x W 135 mm x D 14.5 mm  
(flush-mounted with flush box D 40 mm)

	 • �H 250 mm x W 135 mm x D 54.5 mm  
(surface-mounted)

MSPIDH V4B
4 call buttons with video camera Maylis 
slave station DDA compliant
REF 440.8700

	 Stainless steel 316 L vandal proof front panel
	 Built-in colour video camera
	 4 call buttons and labels
	 3 leds for DDA compliance
	 Integrated induction loop
	 IP64 – IK09 rating
	 15V to 30V power supply (through central or 
external)

	 • �H 250 mm x W 135 mm x D 14.5 mm  
(flush-mounted with flush box D 40 mm)

	 • �H 250 mm x W 135 mm x D 54.5 mm  
(surface-mounted)

COUNTER INTERCOM KIT
Kit composed by an operator station and a client (visitor) station 
desk version
REF 470.9100

	 Two-way communication system with an operator station and a client 
(visitor) station

	 Operator and client stations to be placed on a flat surface (table, desk, 
counter top)

	 Full duplex or simplex (default setting) audio mode
	 Operator station with loudspeaker, gooseneck microphone, volume 
control, pick-up hang-up button, speak/listen button

	 Client station with loudspeaker, built-in microphone, call button
	 ABS housing, counter top stations with wall-mounting possibility
	 IP40 rating
	 Power supply unit (included)
	 Induction loop option (REF 320.4000)
	 H 240 mm x W 120 mm x D 62 mm (operator and client stations)

COUNTER INDUCTIVE LOOP
Compact inductive loop for counter intercom kit
REF 320.4000

	 Allows to transmit the audio communication of CASTEL counter intercom 
kit via its integrated inductive magnetic loop

	 3.5mm jack inputs with volume setting
	 Field Range 1M (EN 60118-4)
	 Aluminium grey ABS case
	 Connection on CASTEL counter intercom kit (REF 470.9100 or 470.9200) 
via the Jack 14014 cord included

	 Weight 635g
	 H 200 mm x W 185 mm x D 70 mm

MPP
Maylis master station build-in version
REF 440.2100-1

	 Flush or surface mounted
	 LCD display (2 lines x 16 characters)
	 Numeric keypad and functions keys
	 11 keys and 1 programmable relay
	 Anodized aluminium front panel
	 IP40 rating
	 15V to 30V power supply (through central or external)
	 • �H 280 mm x W 170 mm x D 2 mm (flush-mounted with flush box D 47 mm)

	 • �H 282.5 mm x W 172.5 mm x D 65 mm (surface-mounted with optional 
MKSP surface box)

COUNTER PANEL INTERCOM KIT
Kit composed by an operator station and a client (visitor) station 
wall-mounted version
REF 470.9200

	 Two-way communication system with an operator station and a client 
(visitor) station

	 Operator station to be placed on a flat surface (table, desk, counter top)
	 Client stations to be wall-mounted (flush-mounted or surface-mounted)
	 Full duplex or simplex (default setting) audio mode
	 Operator station with loudspeaker, gooseneck microphone, volume 
control, pick-up hang-up button, speak/listen button

	 Client station with loudspeaker, built-in microphone, call button
	 ABS housing, IP40 rating, counter top station with wall-mounting possibi-
lity (operator station)

	 Stainless steel front panel, IP54 rating (client station)
	 Power supply unit (included)
	 Induction loop option (REF 320.4000)
	 H 240 mm x W 120 mm x D 62 mm (operator station)
	 H 176.5 mm x W 97.5mm x D 2 mm (client station front panel)

MPE
Maylis master station waterproof version
REF 440.2200-1

	 Flush or surface mounted
	 LCD display (2 lines x 16 characters)
	 Numeric keypad and functions keys
	 11 keys and 1 programmable relay
	 Stainless steel polished front panel
	 IP66 rating
	 15V to 30V power supply (through central or external)
	 • �H 280 mm x W 170 mm x D 2 mm (flush-mounted with flush box D 47 mm)

	 • �H 282.5 mm x W 172.5 mm x D 65 mm (surface-mounted with surface 
box)

MPE ENV BRUYANT
Maylis master station waterproof version with gooseneck micro-
phone and noise cancelling board integrated - for noisy environment
REF 440.2220
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SLAVE STATIONS

CENTRALISATION

OPTIONS

POWER SUPPLIES

INTERFACES SOFTWARE AND SERVER

Digital intercom

MC4L
4 lines extension card for Maylis 
central 
REF 440.3600

M-HYB-IP-RACK
Maylis to TCP/IP network 
interface - Rackable version
REF 440.5750

	 Rackable PCB easily plugged in 
Maylis system central (MCB / 
MCBR)

	 Connection between Maylis 
central using IP network

	 SIP interfacing numeric and IP 
ranges of products

	 20 simultaneous communications
	 Built in IP switch
	 Web server for configuration and 
management

	 Powered by central

A15V-0A4-J
Power supply 15VDC 400mA - Jack plug
REF 440.7100

ML
Software and setup module for Maylis 
system
REF 440.4500

MSE1
1 call button waterproof Maylis slave 
station
REF 440.1900-1

	 Flush or surface mounted
	 1 call button
	 1 programmable relay
	 8 Watts HP power
	 Stainless steel polished front panel
	 IP66 rating
	 15V to 30V power supply (through central or 
external)

	 • �H 280 mm x W 130 mm x P D mm  
(flush-mounted with flush box D 47 mm)

	 • �H 282.5 mm x W 132.5 mm x D 65 mm  
(surface-mounted with surface box)

MCB
Main 40 lines central
REF 440.3500

	 Wall mounted
	 Equipped with 8 lines
	 Main central upgradable to 40 
lines

	 Expandable to 400 lines with  
9 extension centrals

	 Bus and/or star wiring
	 Software and setup module provi-
ded

	 Metal housing with wall mounted 
hooks

	 230V power supply (through 
connectors) or 24V

	 H 450 mm x W 380 mm x D 150 
mm

MCB-R
Main 40 lines central - rackable 
version (3U)
REF 440.4400

M-HYB-IP-BOX 4L
Hybrid numeric and IP 4 lines 
central
REF 440.0950

	 Metal case with DIN rail mounting
	 4 lines
	 Bus cabling and/or star cabling 
and/or IP

	 SIP interfacing numeric and IP 
ranges of products

	 Web server for configuration and 
management

	 Built in IP Switch
	 Included 24V power supply
	 H 185 mm x W 105 mm x D 85 mm

M-HYB-IP-BOX 8L
Hybrid numeric and IP 8 lines 
central
REF 440.0960

MT4E4
4 inputs 4 outputs card for 
Maylis central 
REF 440.4800

MRT
Telephone forward Maylis 
interface
REF 440.1800

	 Wall mounted
	 Interface to PSTN
	 Calling from Maylis stations to 
telephones

	 Calling from telephones to 
Maylis stations

	 Setup and management through 
software

	 ABS housing
	 15V to 30V power supply 
(through central or external)

	 H 210 mm x W 160 mm x D 80 
mm

A24V-2,5A
Cutting power supply on din track 24VDC 
2A
REF 110.9100

MKSP
Surface mounting kit for Maylis build-in 
master station 
REF 440.2800

CEINTURE 250
Stainless-steel anti-tear housing  
(surface-mounting) for MSPIDH intercom 
stations - H 250 mm 
REF 560.9200

MSE4
4 keys waterproof Maylis slave station
REF 440.2600-1

	 Flush or surface mounted
	 4 programmable keys
	 1 programmable relay
	 Stainless steel polished front panel
	 IP66 rating
	 15V to 30V power supply (through central or 
external)

	 • �H 280 mm x W 170 mm x D 2 mm  
(flush-mounted with flush box D 47 mm)

	 • �H 282.5 mm x W 172.5 mm x D 65 mm  
(surface-mounted with surface box)

MCE
Extension 40 lines central
REF 440.3700

	 Wall mounted
	 Equipped with 8 lines
	 Expendable to 40 lines
	 Bus and/or star wiring
	 Metal housing with wall mounted 
hooks

	 230V power supply (through 
connectors) or 24V

	 H 450 mm x W 380 mm x D 150 
mm

MCE-R
Extension 40 lines central - 
rackable version (3U)
REF 440.5400

SERVEUR MAYLIS
Computer server hosting 
Maylis system for configura-
tion and exploitation
REF 440.7000

	 Computer server hosting 
applications Castel Pilot and 
Castel Supervisor

	 Material support on server at 
D+1 included

	 Castel technical support contract 
available for 2 years to the 
final client (free the first year - 
material warranty - and service 
fee the second year)

	 H 42,4 mm x W 434 mm x D 394 
mm (rackable 1U black metallic 
case)

CASTEL SUPERVISOR
Supervision software
REF 110.8300

	 Visualise and archive events 
as communication, incoming /
outgoing call, call waiting, relay 
state, forwarding state

	 Visualisation towards synoptic 
and/or continuous feed

	 Call forwarding regarding time 
slots

	 Compatibility with Windows 10, 
Server 2003, Server 2008

	 Compatibility with Oracle et SQL 
Server database

	 Multiuser software (no station 
licence) on a fully secured 
internet connection

A24V-3A-S
24VDC 3A saved power supply - battery 
2.1 Ah 
REF 440.4900-1

MDIRD
Electret gooseneck microphone option for 
Maylis range
REF 490.0000

CEINTURE 350
Stainless-steel anti-tear housing  
(surface-mounting) for MSPIDH intercom 
stations - H 350 mm 
REF 560.9300

MSE1 ATEX BRUYANT
Waterproof Maylis slave station with 1 call 
button - ATEX version
REF 440.1925

	 Designed for explosive environment according to 
94/9/CE (ATEX EE xd II BT6 II2G)

	 1 call button
	 Noise cancelling board for noisy environment
	 Orange aluminium front panel
	 IP66 rating
	 Power supply 15V to 30V (from central or external)
	 H 350 mm x W 215 mm x D 190 mm (surface moun-
ting)

MCB8
8 lines main central
REF 440.0900

	 Wall mounted
	 8 lines equipped
	 Bus and/or star wiring
	 Software and setup module provi-
ded

	 ABS housing with wall mounted 
hooks

	 Included 24V power supply
	 H 210 mm x W 160 mm x D 80 mm


